o cnmpl:ance w;th Regu!aﬁon {EU) No 305/20 .
. of 9 March 2011 (the Constmctlon products Regutatnon or CPR) this cert:ﬁcate applres to the

For spectﬂcat{ons seeAnnex to this oemﬁcata

placed on the market under the name or trade mark of

and produoed in the manufacmnng plant

~ Jagro Acoustic Solutions e.K.
Im Bieth 26 69124 Heldelberg* Germany

3 ms cert:f‘cate attests that all provisions conoemmg the assessm nt and venﬁca on of constancy. f
performance described in Annex ZA of the standards - .

/ -
/ EN54 24 2008

,i;under system 1 for the perfcwéance set '_,_Ithzs certtﬁcatefcare apphed and that the factory
‘production control conducted y the manufa urer is assessed to ensure the

constancy of performance of the construction product.

This certificate was first 1ssued on May B‘"y 2022 ,Qnd will remain valid as long as neither the

__harmonised s;aﬂdard the construcﬂon product, the AVCP methods nor the manufacturing conditions

_in the piant are modified signifi cantly unless suspended or w;thdrawn by the notified product
certification body -~

~ Nova Dubnica, May 6%, 2022
v '
i EV!’U as., Tmnﬁmka 19, SK 018 51 Nova Dubnica smwakReputh, www.evpu.sk
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Technical specifications:
EN 54-24 degree: . Type A
Chassis-type: '-‘_ . 2x164169mm full rarfge BQ
~ Transformer. . -1-6?6 1311 5W .
Transformer impedance ~1000Q-10W, 168736W 3333I1~3W 6667(1—1 SW
Sensitivity TW/4m: - 7 73 7 B (single), 79.5dB (double)
SPL rated noise power: ~ 82.1dB (single), 88.1dB (double)
Coverage angel (°)( 2/4kz):  double 180/180, double 174/174, double 87/87,
_ . ~ double 41/41
Dimensions.  ®268x102 mm installation depth
Material. . ~ powder-coated steel
el ~_RAL 901'0 matt
~ Weight: . | Zhkg
Connectlon g 3—pole oeramlc termmai (DEL 200!10»NB EN)
2-pole plastic pressure clamp (DEL 200/10-A/B EN1)

. Esaenﬁalchamcteriﬁté - Test ~ Harmonised Performance
- . | specification |  technical
' 7 | specifications
Performance under fire condmons el 42,5 21065 | EN54-242008
[Operational reliabiity ~~ |cl 431645 56,| EN54-343008
' ' 518 .
Durability of operat;onai rellabtllty ,cl 57,58=N/A, | EN 54-24:2008
mper -- 1 58 ‘ :
Durablllfy of operahonal rehab;llty cl. 510, 5.1 1, EN 54-24:2008
humidity resistance 5.12=N/A
Durability of operational reliability: cl"5 i EN 54-24:2008
corrosion resistance "
 Durability of operational reliability /
shock and vibration resnstance

| EN54-24:2008

el 51410517

7

7

‘Nova Dubnica, May 6, 2022 . '- MichalMigiak

EVPU as., Treneiamlm 19, SK 018 51 Nova Dubnica, Slovak Rapubﬁc, W
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